
ZS-107-AS / ZS-207-AS
Metal Column Speaker

Harmony in Every Word, Clarity in Every Messages



Specification ZS-107-AS ZS-207-AS

Rated Input 10 W (Max 15W) 20 W (Max 30W)
Rated Impedance 100V line : Hot 1kΩ - Black, Com - white 100V line : Hot 500Ω - Black, Com - white

Sound Pressure Level 93dB (1W, 1m) 96dB (1W, 1m)
Frequency Response 80 - 20,000 Hz 85 - 20,000 Hz

Dispersion Angle Horizontal : 200o (1kHz); 98o (4kHz)
Vertical : 110o (1kHz); 26o (4kHz)

Horizontal : 200o (1kHz); 98o (4kHz)
Vertical : 46o (1kHz); 39o (4kHz)

Speaker Component 10cm cone - type x 2 10cm cone - type x 4
Connection Speaker Cord (2-core cabytre cord Ø6mm (0.24”) gray)
IP Code IP44

Finish
Enclosure Case:  Extrude aluminum, black, paint

Side Panel : Resin, black, paint
Punched Net : Surface tread steel plate, black, Paint

Dimensions 140(W) x 315(H) x 140(D) mm 140(W) x 560(H) x 140(D) mm

Weight 2.2kg  (4.85lb) 3.8kg  (8.37lb)

Accessory Speaker bracket...1, Wall bracket...1, BH Screw M5 x 60  Fe BLK 3-SEMS ...1

Specifications

Specifications are subject to change without notice.Scan for more info

ZS-107-AS / ZS-207-AS
Metal Column Speaker
The column speaker is a compact and efficient type engineered for exceptional performance across a wide 
frequency range, particularly excelling in high frequencies and high power input handling. This speaker can be  
mounted in various applications with the included bracket, making it incredibly adaptable for different environments. 

Whether for a conference room, retail space, or any indoor event, it provides crystal-clear audio that enhances 
any setting. Its sleek design provides a seamless fit with modern aesthetics, while its sturdy construction ensures 
long-lasting durability. Furthermore, the column speaker features a straightforward installation process, enabling you 
to quickly set it up and enjoy superior sound quality in no time.

Product Features

Elegant, modern design that complements any space

Clear and powerful sound

Bracket included for installation

Designed with metal material

Expanded audio coverage

Suitable for use in corridors and the interior of 

mosques, public spaces, stations, indoor parking 

area, cafes, and coffee shops


