
ZA-2128M
PA Amplifier

Mixer Power Amplifier with high  capacity 
for audio requirements in mosque or other places of worship
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AC:  220V, 50/60Hz; DC: 24V

AC: 520W (rated output)

AC: 286W (operated at EN60065)

DC: 20A (rated output)

50 - 20,000 Hz (±3dB) 

Less than 1% at 1kHz, 1/3 rated power

1.0 mV (-60dB*)Balanced 600Ω,2 Pole-Phone Jack, Echo

1.0 mV (-60dB*)Balanced 600Ω,2 Pole-Phone Jack

1.0 mV (-60dB*)Balanced 600Ω,2 Pole-Phone Jack

1.0 mV (-60dB*)Balanced 600Ω,2 Pole-Phone Jack

1.0 mV (-60dB*)Balanced 600Ω,2 Pole-Phone Jack

300 mV (10dB*)Unbalanced 10kΩ,2 RCA Pin Jack

300 mV (10dB*)Unbalanced 10kΩ,2 RCA Pin Jack

300 mV (10dB*)Unbalanced 10kΩ,2 RCA Pin Jack

100V x 2, 4Ω x 2

1.0 V (0dB*)Unbalanced 600Ω x 2, RCA Pin Jack

1.0 V (0dB*)Unbalanced 10kΩ x 2, RCA Pin Jack

1.0 V (0dB*)Unbalanced 600Ω x 2, RCA Pin Jack

DC + 21V (MIC1)

More than 80dB at All Volume control full CCW

More than 50dB at All Volume control full CW

Less than 3dB no load to full load

5 Microphone Gain Controls; 3 AUX Gain Controls; 

8 Bass Tone Controls; 8 Treble Tone Controls;

1 Echo Level Controls; 2 Master Controls;

2 Output Channel ON/OFF Switch (CH1, CH2);

1 Power ON/OFF Switch

Bass : ±10dB at 100Hz ; Treble: ±10dB at 10kHz

2 Led Output CH, 2 LED Signal, 2 LED Peak, 1 LED Power ON

0oC, to +40oC

420(W) x 144(H) x 361(D) in mm

19.3kg

Front Panel: Aluminum Painting Gray; Case: Steel Plate, Gray
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ZA-2128M 
ZA-2128M merupakan amplifier 120W yang memiliki 

2 channel. Amplifier ZA-2128M juga memiliki tombol 

switch ON /OFF setiap channel, sehingga sangat aman 

untuk speaker. 

ZA-2128M  sangat  cocok  untuk aplikasi di Masjid,   

tempat ibadah kantor atau untuk area - area pembagian 

2 zona yang terpisah. 
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